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1. Scope

Th�s product spec�f�cat�on descr�bes Power-Xtra GROUPE INTERNATIONAL LIMITED product�on
of l�th�um-�on rechargeable battery ma�n performance �ndex, please accord�ng to the spec�f�cat�on of 
est�ng and the use of methods were used, �f unknown, please and suppl�er negot�at�on

2. Model
Model：PX22650-2000mAh

3. Reference standard
The standard reference GB/T18287-2013, UL1642 and CE61960 technology standards comp�led.

4. Spec�f�cat�on

Items Spec�f�cat�on Remarks

4.1 Nom�nal Capac�ty 2000mAh 0.2 C5A D�scharge

4.2 Nom�nal Voltage 3.2V

4.3 D�scharge Cut-off Voltage 2.0V 0.2 C5A D�scharge

4.4 Charge L�m�ted Voltage 3.65±0.03V 0℃～60℃

4.5 Standard Charge Current 0.2 C5A 0℃～60℃

4.6 Standard D�scharge Current 0.2 C5A -10℃~ +60℃

4.7 Rap�d Charge Current 0.5C5A 0℃～60℃

4.8 Rap�d D�scharge Current 0.5C5A -10℃~ +60℃

4.9 Max. D�scharge Current 3C5A L�m�ted Voltage2.0V

4.10 Max. Pulse D�scharge Current 5C5A ms

4.11 Internal Impedance ≤35mΩ At AC 1kHz

4.12 We�ght About 58.0g ±2g

4.13

Storage Temperature Range

≤ one month -20℃ ~ 45℃

Voltage of sh�pment

3.2V～3.4V
≤ three months -20℃ ~ 35℃

≤ a year -20℃ ~ 25℃
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5. Electr�cal Character�st�cs

Items Test Cond�t�ons Spec�f�cat�on

5.1 Standard

Charge

The "Standard Charge" means charg�ng w�th constant current 0.2C 5 to3.65V,

then charg�ng w�th constant voltage 3.65V to 0.01C 5 under 20±5 , ℃

charg�ng t�me w�ll not more than 8h.) (Use L�th�um-�on battery charger, wh�ch

w�th an accuracy ±0.05V.

5.2 Nom�nal

Capac�ty

The capac�ty means the d�scharge capac�ty of the cell, wh�ch �s measured w�th

d�scharge current 0.2C 5 to cut-off voltage at 2.0V at 20±5℃ rest for

30m�nutes after the Standard Charge.

Nom�nal Capac�ty

≥2000mAh

5.2

Cycle L�fe
After 2000 cycles of charge and d�scharge, the d�scharge capac�ty �s measured

w�th 0.2 C5A d�scharge current and 2.0V cut-off voltage.

≥80%Nom�nal Capac�ty

5.3

Storage

Character�st�cs

The d�scharge capac�ty �s measured w�th 0.2 C5A d�scharge current and 2.0V

cut-off voltage after stored at room temperature for 28 days at a full charged state.

Capac�ty Retent�on≥85%

5.4

(Rate Capac�ty

1. The d�scharge capac�ty �s measured w�th 0.2 C5A d�scharge current and 2.0V

cut-off voltage after full charged. ≥100%Nom�nal Capac�ty

2. The d�scharge capac�ty �s measured w�th 0.5 C5A d�scharge current and 2.0V

cut-off voltage after full charged.
0.5C/0.2C=96%

3. The d�scharge capac�ty �s measured w�th 1 C5A d�scharge current and 2.0V

cut-off voltage after full charged.
1C/0.2C=93%

4. The d�scharge capac�ty �s measured w�th 3 C5A d�scharge current and 2.0V

cut-off voltage after full charged.
3C/0.2C=85%
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The guarantee per�od of qual�ty extend for one year after code. Power-Xtra GROUPE INTERNATIONAL
LIMITED would replace battery wh�ch due to the manufactur�ng problems and �t �s not abnormal use, �f the
battery appears dur�ng the abnormal s�tuat�on.
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